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(57) ABSTRACT

A media storage assembly holds, organizes, and displays one
or more of a user’s media collections. The assembly includes
abase panel having an upper surface. The upper surface is flat
wherein the upper surface is configured to receive a plurality
of media thereon. A slot extends into the base panel. A rod is
positioned in the slot. A pair of end panels is slidably coupled
to the rod. The end panels are slidable to a selectable position
on the rod wherein the end panels are configured to abut an
outermost one of the media and prevent spacing between
adjacently positioned ones of the media.

1 Claim, 4 Drawing Sheets
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1
MEDIA STORAGE ASSEMBLY

BACKGROUND OF THE DISCLOSURE
Field of the Disclosure

The disclosure relates to storage assemblies and more par-
ticularly pertains to a new storage assembly for holding,
organizing, and displaying one or more of a user’s media
collections.

SUMMARY OF THE DISCLOSURE

An embodiment of the disclosure meets the needs pre-
sented above by generally comprising a base panel having an
upper surface. The upper surface is flat wherein the upper
surface is configured to receive a plurality of media thereon.
A slot extends into the base panel. A rod is positioned in the
slot. An end panel is slidably coupled to the rod. The end panel
is slidable to a selectable position on the rod wherein the end
panel is configured to abut an outermost one of the media and
prevent spacing between adjacently positioned ones of the
media.

There has thus been outlined, rather broadly, the more
important features of the disclosure in order that the detailed
description thereof that follows may be better understood,
and in order that the present contribution to the art may be
better appreciated. There are additional features of the disclo-
sure that will be described hereinafter and which will form the
subject matter of the claims appended hereto.

The objects of the disclosure, along with the various fea-
tures of novelty which characterize the disclosure, are pointed
out with particularity in the claims annexed to and forming a
part of this disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

The disclosure will be better understood and objects other
than those set forth above will become apparent when con-
sideration is given to the following detailed description
thereof. Such description makes reference to the annexed
drawings wherein:

FIG. 1 is a top front side perspective view of a media
storage assembly according to an embodiment of the disclo-
sure.

FIG. 2 is a front view of an embodiment of the disclosure.

FIG. 3 is a bottom view of an embodiment of the disclo-
sure.

FIG. 4 is a cross-sectional view of an embodiment of the
disclosure taken along line 4-4 of FIG. 2.

FIG. 5 is an in-use perspective view of an embodiment of
the disclosure.

DESCRIPTION OF THE PREFERRED
EMBODIMENT

With reference now to the drawings, and in particular to
FIGS. 1 through 5 thereof, a new storage assembly embody-
ing the principles and concepts of an embodiment of the
disclosure and generally designated by the reference numeral
10 will be described.

As best illustrated in FIGS. 1 through 5, the media storage
assembly 10 generally comprises a base panel 12 having an
upper surface 14, a lower surface 16, and a perimeter wall 18
coupled to and extending between the upper 14 and lower 16
surfaces. The upper surface 14 is flat wherein the upper sur-
face 14 is configured to receive a plurality of media 20, such

10

20

30

35

40

45

50

55

2

as DVDs, CDs or the like, thereon. The perimeter wall 18 may
include a pair of opposed long sides 22 and a pair of opposed
short sides 24.

A slot 26 extends into the base panel 12. The slot 26
preferably extends longitudinally between the opposed short
sides 24. The slot 26 may extend into each of the upper 14 and
lower 16 surfaces. The slot 26 is preferably spaced from the
perimeter wall 18. The slot 26 defines a first side 28 and a
second side 30 of the base panel 12 wherein the first 28 and
second 30 sides are configured to support opposite ends 32 of
the media 20 when the media 20 are positioned on the upper
surface 14 of the base panel 12. A rod 34 is positioned in the
slot 26 and preferably extends longitudinally through the slot
26. The rod 34 may be centrally positioned between longitu-
dinal sides 36 of the slot 26. A first end 38 and a second end
40 of the rod 34 may be adhesively coupled to the base panel
12 using glue or the like.

A pair of end panels 42 is slidably coupled to the rod 34.
The end panels 42 may be independently slidable relative to
each other. The end panels 42 are slidable to a selectable
position along a length of the rod 34 wherein the end panels
42 are configured to abut an outermost pair 44 of the media 20
and prevent spacing between adjacently positioned ones of
the media 20. Each of the end panels 42 is capable of bi-
directional movement along the rod 34. The end panels 42 are
positioned parallel with respect to each other.

Each of the end panels 42 comprises a front surface 46, a
back surface 48, and a peripheral wall 50 extending between
an associated one of the front 46 and back 48 surfaces. Each
of the peripheral walls 50 includes a pair of lateral sides 52.
Each of the end panels 42 has a top section 54 and a bottom
section 56. The bottom section 56 may extend outwardly from
a center of a bottom end 58 of the top section 54. The lateral
sides 52 of the top section 54 may be offset from the lateral
sides 52 of the bottom section 56 of an associated one of the
end panels 42. A distance between the lateral sides 52 of the
top sections 54 is preferably greater than a distance between
the lateral sides 52 of the bottom sections 56. The front
surface 46 of each of the top sections 54 may be coextensive
with the front surface 46 of an associated one of the bottom
sections 56. The back surface 48 of each of the top sections
may be coextensive with the back surface 48 of an associated
one of the bottom sections 56. The bottom sections 56 of the
end panels 42 are positioned within the slot 26. A bottom end
60 of the bottom sections 56 is preferably spaced from the
lower surface 16 of the base panel 12. The bottom end 58 of
the top sections 54 preferably abuts the upper surface 14 of the
base panel 12. The lateral sides 52 of the bottom sections 56
are preferably spaced from the longitudinal sides 36 of the
slot 26 to facilitate sliding of the end panels 42 within the slot
26. The lateral sides 52 of the top sections 54 may be parallel
with respect to the lateral sides 52 of an associated one of the
bottom sections 56. The end panels 42 are preferably con-
structed from a less dense material than the base panel 12.
Each of the end panels 42 and the base panel 12 is preferably
constructed from a rigid material, such as wood or the like.
The end panels 42 and the base panel 12 are preferably stained
to provide for an aesthetically pleasing look.

An aperture 62 is positioned in each of the end panels 42
wherein the apertures 62 are configured to receive the rod 34
therethrough. The apertures 62 are positioned in the bottom
sections 56 of the end panels 42.

A pair of strips 64 may be positioned on the upper surface
14 of the base panel 12. Each of the strips 64 has an outer edge
66, an inner edge 68, and a pair of opposed short edges 70.
Each of the outer edges 66 is preferably aligned with an
associated one of the opposed long sides 22 of the base panel
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12. Each of the opposed short edges 70 is preferably aligned
with an associated one of the opposed short sides 24 of the
base panel 12. Each of the inner edges 68 may be spaced from
the longitudinal sides 36 of the slot 26. The strips 64 may be
comprised of a non-slip material, such as rubber or the like,
wherein the strips 64 are configured to frictionally engage the
media 20 when the media 20 are positioned between the end
panels 42 and slid along the rod 34. The strips 64 may be
formed using a roll-on glue that dries to a rubberized texture.

The slot 26 may have a width between approximately 3.5
centimeters and 4.0 centimeters and may be spaced from the
short ends 24 of the base panel 12 a distance between approxi-
mately 1.0 centimeter and 2.0 centimeters. The top section 54
of each of the end panels 42 may have a height between
approximately 11.0 centimeters and 14.0 centimeters. The
width of each of the top sections 54 may be between approxi-
mately 8.0 centimeters and 11.0 centimeters. The bottom
section 56 of each of the end panels 42 may have a height
between approximately 2.0 centimeters and 5.0 centimeters.
The base panel 12 may have a length between approximately
43.0 centimeters and 48.0 centimeters. The rod 34 may have
a diameter between approximately 0.2 centimeters and 0.6
centimeters. The assembly 10 is preferably sized to receive
thirty-six standard DVDs between each of the end panels 42.

Inuse, as stated above and shown in the Figures, a plurality
of' media 20 is positioned on the upper surface 14 of the base
panel 12 between each of the end panels 42. The end panels 42
are slid along a length of the rod 34 until the end panels 42
abut the outermost pair 44 of the media 20 and prevent spac-
ing between the plurality of media 20. The end panels 42 are
slid to accommodate a greater or lesser number of media 20.
The strips 64 frictionally engage the media 20 when the media
are slid along the rod 34.

With respect to the above description then, it is to be
realized that the optimum dimensional relationships for the
parts of an embodiment enabled by the disclosure, to include
variations in size, materials, shape, form, function and man-
ner of operation, assembly and use, are deemed readily appar-
ent and obvious to one skilled in the art, and all equivalent
relationships to those illustrated in the drawings and
described in the specification are intended to be encompassed
by an embodiment of the disclosure.

Therefore, the foregoing is considered as illustrative only
of the principles of the disclosure. Further, since numerous
modifications and changes will readily occur to those skilled
in the art, it is not desired to limit the disclosure to the exact
construction and operation shown and described, and accord-
ingly, all suitable modifications and equivalents may be
resorted to, falling within the scope of the disclosure.

I claim:

1. A media storage assembly configured to hold a plurality
of media thereon, said assembly comprising:

a base panel, said base panel having an upper surface, a
lower surface, and a perimeter wall coupled to and
extending between said upper and lower surfaces, said
upper surface being flat wherein said upper surface is
configured to receive a plurality of media thereon, said
perimeter wall including a pair of opposed long sides
and a pair of opposed short sides;

a slot extending into said base panel, said slot extending
longitudinally between said opposed short sides, said
slot extending into each of said upper and lower sur-
faces, said slot being spaced from said perimeter wall,
said slot defining a first side and a second side of said
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base panel wherein said first and second sides are con-
figured to support opposite ends of the media when the
media are positioned on said upper surface of said base
panel;

a rod being positioned in said slot, said rod extending
longitudinally through said slot, said rod being centrally
positioned between longitudinal sides of said slot, a first
end and a second end of said rod being adhesively
coupled to said base panel;

apair of end panels being slidably coupled to said rod, said
end panels being independently slidable relative to each
other, said end panels being slidable to a selectable posi-
tion along a length of said rod wherein said end panels
are configured to abut an outermost pair of the media and
prevent spacing between adjacently positioned ones of
the media, each of said end panels being capable of
bi-directional movement along said rod, said end panels
being positioned parallel with respect to each other, each
of said end panels comprising a front surface, a back
surface, and a peripheral wall extending between an
associated one of said front and back surfaces, each of
said peripheral walls including a pair of lateral sides,
each of'said end panels having a top section and a bottom
section, said bottom section extending outwardly from a
center of a bottom end of said top section, said lateral
sides of said top section being offset from said lateral
sides of said bottom section of an associated one of said
end panels, a distance between said lateral sides of said
top sections being greater than a distance between said
lateral sides of said bottom sections, said front surface of
each of said top sections being coextensive with said
front surface of an associated one of said bottom sec-
tions, said back surface of each of'said top sections being
coextensive with said back surface of an associated one
of said bottom sections, said bottom sections of said end
panels being positioned within said slot, a bottom end of
said bottom sections being spaced from said lower sur-
face of said base panel, said bottom end of said top
sections abutting said upper surface of said base panel,
said lateral sides of said bottom sections being spaced
from said longitudinal sides of said slot, said lateral sides
of said top sections being parallel with respect to said
lateral sides of an associated one of said bottom sections,
said end panels being constructed from a less dense
material than said base panel, each of said end panels
and said base panel being rigid;

an aperture positioned in each of said end panels wherein
said apertures are configured to receive said rod there-
through, said apertures being positioned in said bottom
sections of said end panels; and

a pair of strips being positioned on said upper surface of
said base panel, each of said strips having an outer edge,
an inner edge, and a pair of opposed short edges, each of
said outer edges being aligned with an associated one of
said opposed long sides of said base panel, each of said
opposed short edges being aligned with an associated
one of said opposed short sides of said base panel, each
of said inner edges being spaced from said longitudinal
sides of said slot, said strips being comprised of a non-
slip material wherein said strips are configured to fric-
tionally engage the media when the media are positioned
between said end panels and slid along said rod.
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